SAFETY CHECKLIST FOR PORTAL, TOWER, AND 

 PILLAR CRANES��Contract # and Title:



��Equipment name & number:

Owned or leased?

��Contractor:�Subcontractor:



��Contract Inspector:�Date Inspected:



��This checklist references EM 385 1-1, revised 3 November 2003�Yes�No�N/A��

1.  Are the following available: (16.E.02)

    a.  Manufactures written erection instructions?

    b.  Listing of the weight of each component?

    c.  An activity hazard analysis for the erection?

    d.  Does the activity hazard analysis contain

        (1.) Location of crane and adjacent

        structures? 

        (2.) Foundation design and construction

         Requirements?

        (3.) Clearance and bracing requirements?                           �����

2.  Is there a boom angle indicator within the operator’s view? (16.E.04)�����

3.  Are luffing jib cranes equipped with: (16.E.05)

    a.  Shock absorbing jib stops? 

    b.  Jib hoist limit switch?

    c.  Jib angle indicator visible to operator?�����

4.  If used, do rail clamps have slack between the point of attachment to the rail and the end fastened to the crane? (16E.06)�����

5.  Are the following with the crane at all times: (16.C.02)

    a.  The manufacturer’s operating manual?

    b.  The load-rating chart?

    c.  The crane’s logbook documenting use, maintenance, inspections and tests?

    d.  The operating manual for crane operational aids used on the crane?�����
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6.  Are all crane and derrick inspections performed by a qualified person? (16.C.12)�Yes�No�N/A��

7.  Are the following on the project site:

Completed periodic inspection report prior to initial work?  (16.C.12 and Appendix H)

    b.  Pre-operational checklist used for daily inspections? (16.C.12)

    c.  Written reports of the operational performance tests? (16.C.13)

    d.  Written reports of the load performance tests?  (16.C.13)�����

8.  Is every crane operator certified by a physician to be physically qualified to perform work?  (16.C.05)�����

9.  Are all operators qualified by written and practical exam or by appropriate licensing agency for the type crane they are to operate? (16.C.05)�����

10.  Is the crane designed and constructed IAW the standards listed in Table 16-1?  (16.C.05)�����

11.  Is a activity hazard analysis for set-up and set-down available? (16.C.08)�����

12. Are there at least 3 wraps of cable on the drum? (16.C.10)�����

13.  Are the hoisting ropes installed IAW the manufacturer’s recommendations? (16.C.10)�����

14.  Is the record of manufacturer’s approval of any modification of equipment which affects its capacity or safe operation? (16.A.07)

�����15.  Remarks: (Enter actions taken)









�����

Contractor inspector signature�����

Contractor QC/safety officer/project manager signature�����
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