Draft: Compliance Environmental Matrix for the

Portugues Dam, Portugues and Buchana Rivers Project 

 Ponce, Puerto Rico 

Portugues River Dam and Construction features

Permittee: USACE

Date of Permit Issue: September 30, 1993  
Author: Javier Cortes October 2007
	Action
	Date
	Responsible Party

	The Contractor shall obtain all required permits or licenses from the proper entities as required
	Before Construction
	Contractor

	The Contractor shall comply with all requirements under the terms and conditions set out in all permit (s)
	As per Permit
	Contractor

	Government approval is required for submittals with a “G” designation, it will be for information otherwise 
	Before Construction
	Contractor

	Contractor shall furnish an acceptable Environmental Protection Plan according to Specifications following  Federal, Commonwealth and local laws after receipt of notice to proceed
	Within 30 days
	Contractor

	The Contractor shall furnish to the contracting officer for approval, the name and qualifications to the Puerto Rico Boa Monitor
	Within 30 calendar days after the date of notice of award
	Contractor

	The Contractor shall submit a written report of the absence or occurrence of environmental incidents.
	Within 30 days following completion of the project
	Contractor

	The Contractor shall complete a sheet for construction activities whose anticipated duration is more than one calendar year,
	Each May 31st (plus/minus 14 days)
	Contractor

	The Contractor Shall be responsible for assurance of compliance by subcontractors
	All the time
	Contractor/Subcontractor

	Contractor’s personnel shall be qualified to perform all phases of environmental protection according to Federal, Commonwealth, and local laws, regulations, and permits listed in the Environmental Protection Plan submitted by the contractor
	All the time
	Contractor

	The Contractor shall protect the environmental resources within the project boundaries and those affected outside the limits of permanent work as outlined by the drawings and specifications according to Federal, Commonwealth, and local laws and regulation
	All the time
	Contractor

	For petroleum-based systems, a statement of site suitability shall be provided. Including necessary provisions to prevent adverse impact to water quality 
	Throughout contract
	Contractor

	There shall be no waste or debris discharges of any kind or Sewage-based discharge unless authorized by the contracting officer.
	Throughout contract
	Contractor


	Contractor Shall identify all land resources to be preserved or avoided
	Before and during construction
	Contractor

	Contractor shall mark the areas that are not required to accomplish all work to be performed under this contract.
	Before Construction
	Contractor

	Trees and vegetation indicated and defined on the drawings and specs to be preserved shall be clearly identified and protected by fencing or any other approved techniques.
	Throughout contract 
	Contractor

	No materials or equipment shall be stored within the drip line of any protected tree.
	Throughout Contract
	Contractor

	The Contractor shall remove dead or damaged protected trees determined, by the government, to be incapable of restoration to normal health growth.  The Contractor shall replace each removed tree up to 4” caliper with tree of equal species and size.
	Throughout Contract
	Contractor

	The Contractor shall effectively prevent erosion and control sedimentation through approved methods as per specifications.
	Throughout Contract
	Contractor

	The Contractor shall control temporary excavation and embankments for plant and/or work areas to protect adjacent areas from degradation.
	Throughout Contract
	Contractor

	Solid Waste (excluding clearing debris) shall be placed in containers which are emptied on a regular schedule.
	Throughout Contract
	Contractor

	The Contractor shall manage Fuel, Oil, and Lubricants so as to prevent spills and evaporations as per specifications.
	Throughout Contract
	Contractor

	The Contractor Shall ensure that hazardous materials are labeled, stored, and transported in accordance with 49 CFR 173, Commonwealth, and local regulations
	Throughout Contract
	Contractor

	The Contractor shall install protection to historic, archeological and cultural resources if such resources are present within the Contractor’s work area(s).
	Throughout Contract
	Contractor

	The Contractor shall report of any item of historic or archeological value to the Contracting Officer and to the appropriate COE Staff. Contractor shall cease all activities that may result in the destruction of these resources.
	Throughout Contract
	Contractor/COE

	The Contractor shall keep construction activities under surveillance, management, and control to avoid pollution of surface, ground waters, and wetlands.
	Throughout Contract
	Contractor

	The Contractor shall monitor all areas affected by construction activities.
	Throughout Contract
	Contractor


	The Contractor shall conduct his operations in a manner to minimize turbidity and shall conform to all water quality standards as prescribed by the Puerto Rico Water Quality Standards Regulation of the Puerto Rico Environmental Quality Board. 
	Throughout Contract
	Contractor

	The Contractor shall conduct his operations in a manner to minimize turbidity. Refer to section 01411 TURBIDITY AND DISPOSAL MONITORING for further instructions.
	Throughout Contract
	Contractor

	The Contractor shall prevent Oil, Fuel, or other hazardous substances from entering the air, ground, drainage, local bodies of water, or wetlands as per specifications.
	Throughout Contract
	Contractor

	The Contractor shall keep construction activities under surveillance, management, and control to minimize interference with disturbance to, and damage of fish and wildlife.
	Throughout Contract
	Contractor

	The Contractor shall engage the services of a boa monitor acceptable to the Puerto Rico Department of Natural Resources.
	Throughout Contract
	Contractor

	The Contractor shall cease all work in the event that a threatened or endangered species is harmed as a result of construction activities and notify the Contracting Officer and the COE Staff as indicated in the specifications.  
	Throughout Contract
	Contractor/COE

	The Contractor shall brief his personnel on the Puerto Rican Boa, and perform a daily search.
	Prior and during Contract
	Contractor

	The Contractor shall provide to the Boa monitor and maintain available on-site to handle and carry snakes if they are spotted: a blunt snake hook, netting or burlap bags with closing ties, and a 6 x 6 or 8 x 8  foot tarpaulin. 
	Throughout Contract 
	Contractor

	Contractor shall follow appropriate procedures and reports as per specifications if a snake is discovered.
	Throughout Contract
	Contractor

	The Contractor shall instruct all personnel associated with the project of the potential presence of Puerto Rico Boas and the Civil and Criminal Penalties for harming, harassing, or killing Puerto Rico Boas. 
	Prior and during Contract
	Contractor

	Contractor shall keep construction activities under surveillance, management, and control to minimize pollution of air resources.
	Throughout Contract
	Contractor

	Contractor shall be subjected to Commonwealth and local requirements, including permits and bans regarding Thermal reduction, Odors, Noise, Cleanup, etc.
	Throughout Contract
	Contractor


	The Contractor shall restore all landscape features damaged or destroyed outside the limits of the approved work areas
	Throughout Contract
	Contractor

	The Contractor shall furnish to the Contracting Officer a copy of the operating instructions and standards used in calibrating equipment used in collecting samples for turbidity.
	Throughout Contract
	Contractor

	Water Samples shall be obtained and analyzed for turbidity as per section 01411 of specifications
	Throughout Contract
	Contractor

	Contractor samples shall be taken at least twice daily and only when there are operations that may generate turbidity (one before twelve noon and the other in the afternoon) at least (and on average of) eight hours apart at surface and mid-depth where possible.
	Throughout Contract
	Contractor

	If turbidity exceeds background levels by more than 29 NTU, the Contractor shall take corrective actions and control turbidity
	Throughout Contract
	Contractor

	If turbidity exceeds background levels by 33 NTU, the Contractor shall immediately notify the environmental Engineer and the Contractor Officer
	Throughout Contract
	Contractor

	If turbidity exceeds background levels by 35 NTU, the Contractor shall immediately cease all disposal activity and take all measures to reduce turbidity 
	Throughout Contract
	Contractor
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