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Key West Bight & Garrison Bight, Key West Harbor, Florida
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	Condition of Improvement, 30 September 1996

	ACTS
	WORK AUTHORIZED
	DOCUMENTS

	19 Sep 1890 (**)
	The northwest entrance
	H. Doc.145/50/2 & H. Ex. Doc 39/51/1

	28 May 1908
	Removal of reefs in Main Ship Channel.
	Specified in Act.

	25 Jul 1912
	The main ship channel and anchorage.
	H. Doc. 706/62/2

	18 Jul 1918
	Removing the Middle Ground.
	H. Doc. 185/65/1

	14 Jul 1960 (*)
	Channel into Garrison Bight.
	______

	23 Oct 1974
	Channel into Key West Bight, turning basin, and breakwater.
	S. Doc. 106/87/2

	(*) Approved by Chief of Engineers on 1 March 1963, for accomplishment under Section 107.

(**) 17 Nov. 1988, two not completed jetties deauthorized, Public Law 99-662.


PROJECT:  Key West Harbor - Removal of coral heads and reefs from main ship channel and anchorage to provide a channel 30 feet deep and 300 feet wide; a channel 17 feet deep and a sufficient width for navigation in Northwest Channel; widening channel opposite wharves to 800 feet with a depth of 26 feet; provide a channel 8 feet deep by 100 feet wide along the north and east sides of Fleming Key and into Garrison Bight; a channel 12 feet deep by 150 feet wide extending from the 30-foot ship channel into Key West Bight, a turning basin 12 feet in the bight, and a granite-mound breakwater 800 feet long along the north side of the bight. Length of project channels is about 23 miles, including channel into Garrison Bight 3.75 miles, and channel into Key West Bight 0.6 mile.

Key West Bight and Garrison Bight - This improvement forms a part of the project for improving Key West Harbor, Florida, and consists of: (1) a channel 12 feet deep and 150 feet wide, extending about 3,000 feet from the 30-foot ship channel easterly into Key West Bight; an irregularly shaped turning basin in the bight 12 feet deep; and a granitemound breakwater 800 feet long along the north side of the bight; (2) a channel 8 feet deep and 100 feet wide from deep water in the Barque Channel extending along the north and east sides of Fleming Key to and into Garrison Bight. Length of project is about 3.75 miles.

PROGRESS:  Complete except for completion of jetties, which are not considered necessary at this time, portion of project deauthorized.

COST:  $1,548,892, including $27,500 for new work on previous project, all Federal funds, and $35,371 non-Federal funds.

SPONSOR:
City of Key West

Key West, Florida 33040
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