
XY Coord 837695  519300 NAD83 
Location On C-4 canal in proximity of The Dade-Broward Levee alignment
Purpose

Design Conditions
Discharge (CFS) 400 cfs
Headwater Elevation 4.0 ft,NGVD
Tailwater Elevation 3.7 ft,NGVD

 
Optimum Conditions  

Headwater Elevation 5.0 ft,NGVD
Tailwater Elevation 3.5 ft,NGVD

SPF Conditions 
Discharge (CFS) 400 cfs
Headwater Elevation ft,NGVD
Tailwater Elevation ft,NGVD

 
Maximum Head Difference

Headwater Elevation 6.0 ft,NGVD
Tailwater Elevation 3.5 ft,NGVD
Max Head Discharge Condition No Discharge

 
Culvert Data

Number of Barrels 5  
Barrel Type cmp
Culvert Diameter 72 inches
Upstream Invert Elevation -3.0 ft, NGVD
Downstream Invert Elevation -3.0 ft, NGVD
Type of Control slidegate

Canal Section
Side Slopes (Vert. on Hor.) 1 on 3
Upstream Bottom Width 48.00 feet
Upstream Bottom Elevation -4.00 ft,NGVD
Downstream Bottom Width 48.00  feet
Downstream Bottom Elevation -4.00 ft,NGVD

Riprap Requirements
Barrel Velocity 6.00 fps
Upstream Length (feet) 10.00 feet
Upstream Protection Elevation 4.00 ft,NGVD
Downstream Length (feet) 25.00 feet
Downstream Protection Elevation 4.00 ft,NGVD
 

Protection Elevation 4.00 ft,NGVD

Note: All elevations given in feet, NGVD

C-4 (Critical Project)
S-380 Culvert

Allow C-4 west of structure to be held at a higher elevation which 
will reduce seepage from Pennsuco wetlands. 
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