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FLOATING TURBIDITY BARRIER
PER FDOT DS-2010, INDEX 103

PROPOSED SILT FENCE
@ PROPERTY LINE (TYP)

PROPOSED
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PROPERTY LINE

EXIST.
6' CHAIN-LINK FENCE
TO REMAIN (TYP)

EXIST.
4' BARBED-WIRE FENCE
TO BE REMOVED (TYP)
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FORT PIERCE
CENTRAL

HIGH SCHOOL

EXIST. RETENTION AREA
(DESILT, CLEAR & FILL)

PROTECT INLET (TYP)
SEE DETAIL, SAME SHEET

PROPOSED LAKE
TRACT = 9.90 Ac.
EOW = 7.47 Ac.

CWE = 5.50
(NAVD '88)

24" C.M.P.
INVERT EL. = 5.47'
TO BE REMOVED

EXIST P.V.C.
B.F.P./VALVE
TO BE REMOVED
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36" CONCRETE
PIPE

EXIST 4' BARBED WIRE FENCE
TO BE RELOCATED AS NEEDED
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INVERT EL. = 5.62'

EL. = 5.65

EXIST 24" C.M.P.
TO BE REMOVED

METAL WALK
TO BE REMOVED

P.V.C.
B.F.P./VALVE
TO BE REMOVED

CONCRETE
WALK

12" P.V.C.
STUB-UP W/VALUE

18" HDPE PIPE
EAST INVERT EL. = 11.86
(TO BE REMOVED)

12" P.V.C.
B.F.P./VALVE
TO BE REMOVED

8" P.V.C.
B.F.P./VALVE
TO BE REMOVED

12" P.V.C.
STUB-UP W/VALUE
TO BE REMOVED

4" P.V.C.
STUB-UP W/VALUE

TO BE REMOVED

4" P.V.C.
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FLOATING TURBIDITY BARRIER
PER FDOT DS-2010, INDEX 103

REMOVE EXIST. PIPES
& STRUCTURES

REMOVE EXIST.
CONTROLSTRUCTURE

& OUTFALL PIPE

PHASE II

PHASE I

EXCAVATE NEW LAKE

EXCAVATE NEW LAKE

CLEAR & FILL ALL
IRRIGATION DITCHES (TYP)

PHASE II

PHASE I

PROPOSED
CONTROL STURCTURE

PROPOSED
OUTFALL PIPE
w/ENDWALL

LAKE TRACT

CARGILL JUICE N AMERICA INC.
PARCEL ID.: 2432-122-0001-000-5

(O.R.B. 1814/1541, S.L.C.R.)

PROPOSED
SILT FENCE (TYP)

PROPOSED SILT FENCE
@ PROPERTY LINE (TYP)

PROPOSED SILT FENCE
@ PHASE LINE (TYP)
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EXIST SWALE

EXISTING WATERMAIN

EXISTING STORM DRAINAGE

LEGEND

EXISTING EDGE OF PAVEMENT
TO BE REMOVED

PROPOSED SILT FENCE

EXISTING UTILITIES
TO BE REMOVED

AREA OF PROPOSED LAKE TRACT

EXISTING FORCEMAIN

EXISTING SANITARY SEWER

NOTES:

1. ALL STORM DRAINAGE FACILITIES SHALL CONFORM TO CHAPTERS 17 AND 18 OF
THE FORT PIERCE CODE OF ORDINANCES AND THE "STANDARD SPECIFICATIONS"
ADOPTED BY THE CITY COMMISSION ON FEBRUARY 13, 1973.

2. PROTECT EXISTING AND PROPOSED INLETS DURING CONSTRUCTION.
3. SWEEP ROADS AND CONSTRUCTION SITE PERIODICALLY TO REMOVE

CONSTRUCTION DEBRIS AND SEDIMENT.
4. STORM DRAINAGE TO BE SEDIMENT AND SILT FREE DURING CONSTRUCTION AND

AT FINAL SITE WALK THROUGH.
5. FIELD VERIFY LOCATION OF EXISTING UTILITIES PRIOR TO SERVICE CONNECTION.
6. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE LOCATION,

DEPTH AND CONDITION OF ALL EXISTING UNDERGROUND UTILITIES PRIOR TO
CONSTRUCTION.

7. IT SHALL ALSO BE THE CONTRACTOR'S RESPONSIBILITY TO PROTECT AND
SUPPORT THESE EXISTING UTILITIES AND MAINTAIN CONTINUOUS SERVICE OF
ALL UTILITIES PARTICULARLY WATER AND SEWER DURING THE ENTIRE COURSE
OF CONSTRUCTION.

C1.2

SITE DEMOLITION &
EROSION CONTROL PLAN

MATCHLINE (SEE SHEET C1.1)
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Florida License No. 51045
T. Jeff Trompeter, P.E.
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EXIST. & PROPOSED INLET GRATES
WRAPPED WITH FILTER FABRIC DURING
CONSTRUCTION.

INLET PROTECTION
N.T.S.

36"

4"

4"

10'-0" O.C.

FILTER FABRIC SILT FENCE DETAIL

NOTES:

1. MESH TO BE BENT, LAID FLAT ON BOTTOM OF
TRENCH AND BACKFILLED.

2. POSTS TO BE DRIVEN A MIN. OF TWO (2) FEET
INTO THE GROUND.

3. SILT FENCE TO BE PLACED ALL AROUND
CLEARING PERIMETERS.

N.T.S.
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